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1
STORAGE SYSTEM AND STORAGE
METHOD

CROSS-REFERENCE TO RELATED
APPLICATION

This application claims priority to Japanese Patent Appli-
cation No. 2013-134270 filed Jun. 26, 2013, the disclosure of
which is hereby incorporated in its entirety by reference.

FIELD OF THE INVENTION

The present invention relates to a storage system compris-
ing, a storage structure having a plurality of storage sections
for storing article holders for transporting articles and a carry-
in-and-out portion for carrying in and carrying out the article
holders, one or more environment adjusters for adjusting
storage environment of the articles held by the article holders
in the storage sections, with the adjusting performed indi-
vidually for each of the storage sections, an environment
managing portion for collecting information about the stor-
age environment of the articles in each of the plurality of
storage sections, and for controlling operation of the one or
more environment adjusters, a storage transport device for
performing a carry out transport operation in which the article
holder is transported from the storage section to the carry-in-
and-out portion, and a carry in transport operation in which
the article holder is transported from the carry-in-and-out
portion to the storage section, a primary managing device for
outputting a carry out request for carrying out the article
holder specified by identifying information provided to each
of'the article holders from the storage structure, and a carry in
request for carrying in the article holder specified by the
identifying information to the storage structure, a carry-in-
and-out managing device for managing locations of the stor-
age sections in which the article holders are stored, by asso-
ciating the locations of the storage sections in which the
article holders are stored with the identifying information of
the respective article holders, and for controlling the carry out
transport operation or the carry in transport operation of the
storage transport device based on the carry out request or the
carry in request. The present invention also relates to a storage
method utilizing such storage system.

BACKGROUND

An example of a storage system, such as one described
above, that has an environment adjuster for adjusting, for each
storage section, storage environment of the articles held in
article holders in storage sections is described in JP Publica-
tion of Application No. H11-168135 (Patent Document 1).
The storage system of Patent Document 1 is a system which
stores article transporting containers which hold a plurality of
semiconductor substrates that need to be stored in an inactive
gas atmosphere.

The storage system of Patent Document 1 includes, as the
environment adjuster and for each storage section, an inactive
gas supplying device which supplies inactive gas to the trans-
porting container stored in a storage sections. And an envi-
ronment managing portion (the controller 20 in Patent Docu-
ment 1) collects information about the storage environment
for the semiconductor substrates, such as opening and closing
information for valves in supply pipes, supply pressure infor-
mation for inactive gas, and supply flow rate information, and
controls operations of the plurality of the inactive gas supply-
ing devices, for each storage section.
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2

Other examples of storage systems having an environment
adjuster are described in JP Publication of Application No.
2009-48588 (Patent Document 2) and JP Publication of
Application No. 2012-25557 (Patent Document 3). The stor-
age system of Patent Document 2 and Patent Document 3 is a
system for storing article transporting magazines that hold a
plurality of rechargeable battery cells (see Paragraph [0013]
in Patent Document 2).

In the case of the storage systems which store magazines
for rechargeable battery cells such as ones disclosed in Patent
Documents 2 and Patent Document 3, each storage section is
provided with a charging device, which functions as an envi-
ronment adjuster, which supplies electric current to the maga-
zine stored in the storage section. And an environment man-
aging portion collects information about the storage
environment of the rechargeable battery cells, such as infor-
mation about operating state of the charging devices, tem-
perature in the storage sections, and existence of smoke in the
storage sections, and controls operation of the plurality of
charging devices for each storage section.

The storage transport devices, which the storage systems of
Patent Documents 1-3 have, perform carry out transport
operations in which article holders are transported from stor-
age sections in the storage structure to a carry-in-and-out
portion, and carry in transport operations in which article
holders are transported from the carry-in-and-out portion to
storage sections. The carry out transport operation and the
carry in transport operation of the storage transport device are
controlled by a carry-in-and-out managing device. While not
described in detail in Patent Documents 1-3, in order for the
carry-in-and-out managing device to manage, or keep track
of, which article holder is stored in which storage section, the
managing device manages, or keeps track of, the location of
the storage section in which a given article holder is stored
such that the location is associated with the identifying infor-
mation of the article holder.

The carry-in-and-out managing device controls carry out
transport operation and carry in transport operation of the
storage transport device based on a carry out request for
retrieving, or carrying out, an article holder from the storage
structure and a carry in request for storing, or carrying in, an
article holder to the storage structure. A superordinate pri-
mary managing device outputs these carry out requests and
carry in requests, as described, for example, in JP Publication
of Application No. 2005-19911 (Patent Document 4). More
specifically, the primary managing device outputs to the
carry-in-and-out managing device a carry out request for
retrieving, or carrying out, an article holder specified by
means of the identifying information provided to each article
holder, from the storage structure, or a carry in request for
storing, or carrying in, an article holder specified by the
identifying information, to the storage structure, in order to
have the specified article holder carried into the storage struc-
ture, or to have the specified article holder carried out from the
storage structure.

In the storage systems described above, when the storage
environment of the articles held in the article holders under-
goes significant changes in terms of the quality control of the
articles, the carry-in-and-out managing device controls the
operation of the carry-in-and-out transport device based on
the information about the storage environment obtained from
the environment managing portion. For example, in the stor-
age system of Patent Document 2, when abnormal condition
occurs in the storage environment in a storage section, the
article holder stored in that storage section is retrieved and
moved to a predetermined location by the storage transport
device. Incidentally, Patent Document 2 describes an
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example in which the carry-in-and-out managing device also
has the function of the environment managing portion.

SUMMARY OF THE INVENTION

In a storage system such as ones described above, the
carry-in-and-out managing device controls the operation of
the carry-in-and-out transport device based on the informa-
tion about the storage environment obtained from the envi-
ronment managing portion when the storage environment of
the articles held in the article holders undergoes significant
changes in terms of the quality control of the articles. How-
ever, information on the storage environment of the articles
held in article holders in storage sections is not transmitted to
the superordinate primary managing device. In a storage sys-
tem such as ones described above, even when an abnormal
condition occurs in the storage environment of the articles in
the storage structure, the primary managing device cannot be
made aware of this fact, making it difficult for the primary
managing device to take effective actions or responses in
terms of controlling quality of the articles.

To this end, a storage system is desired in which it is easier
for the primary managing device to manage the article holders
based on the storage environment of the articles.

A storage system comprises:

astorage structure having a plurality of storage sections for
storing article holders for transporting articles and a
carry-in-and-out portion for carrying in and carrying out
the article holders;

one or more environment adjusters for adjusting storage
environment of the articles held by the article holders in
the storage sections, with the adjusting performed indi-
vidually for each of the storage sections;

an environment managing portion for collecting informa-
tion about the storage environment of the articles in each
of the plurality of storage sections, and for controlling
operation of the one or more environment adjusters;

a storage transport device for performing a carry out trans-
port operation in which the article holder is transported
from the storage section to the carry-in-and-out portion,
and a carry in transport operation in which the article
holder is transported from the carry-in-and-out portion
to the storage section;

a primary managing device for outputting a carry out
request for carrying out the article holder specified by
identifying information provided to each of the article
holders from the storage structure, and a carry in request
for carrying in the article holder specified by the identi-
fying information to the storage structure;

a carry-in-and-out managing device for managing loca-
tions of the storage sections in which the article holders
are stored, by associating the locations of the storage
sections in which the article holders are stored with the
identifying information of the respective article holders,
and for controlling the carry out transport operation or
the carry in transport operation of the storage transport
device based on the carry out request or the carry in
request;

wherein the environment managing portion is configured
to generate environment management information indi-
cating storage environment of the articles for each of the
storage sections, and to output the environment manage-
ment information to the carry-in-and-out managing
device, and wherein the carry-in-and-out managing
device is configured to generate superordinate environ-
ment management information in which the environ-
ment management information for each of the storage
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sections outputted by the environment managing portion
is associated with the identifying information of the
article holder stored in corresponding one of the storage
sections, and is configured to output the superordinate
environment management information to the primary
managing device.

With the arrangement described above, the carry-in-and-
out managing device obtains the environment management
information that indicates the storage environment of the
articles for each storage section from the environment man-
aging portion. Because the carry-in-and-out managing device
manages the locations of the storage sections in which the
article holders are stored by associating the locations of the
storage sections in which the article holders are stored with
the identifying information of the respective article holders,
the carry-in-and-out managing device can generate superor-
dinate environment management information about an article
holder stored in a given storage section from the environment
management information indicating the storage environment
of the articles for each storage section by associating it with
the identifying information of the article holder. And because
the carry-in-and-out managing device outputs superordinate
environment management information to the primary man-
aging device, the primary managing device can obtain the
superordinate environment management information about
the article holders stored in the storage sections.

Therefore, when an abnormal condition occurs in an envi-
ronment adjuster, for example, the primary managing device
can respond properly, for example, by outputting a carry out
request for retrieving, or carrying out, the article holder from
the storage structure in order to move as promptly as possible
the article holder stored in the storage section affected by the
abnormal condition that occurred to another storage struc-
ture, or by restricting output of a carry in request to prevent an
article holder from being carried into the storage structure
until the abnormal condition of the environment adjuster is
resolved. Thus, with the arrangement described above, a stor-
age system is provided in which managing of article holders
based on the storage environment of articles is facilitated for
the primary managing device.

The technical features of the storage system in accordance
with the present invention also apply to a storage method; and
such method falls within the scope of protection of the present
invention. And the functions and effects described above with
respect to the storage system also apply to the storage method.

More particularly, a storage in accordance with the present
invention is a method utilizing a storage system including a
storage structure having a plurality of storage sections for
storing article holders for transporting articles and a carry-in-
and-out portion for carrying in and carrying out the article
holders, one or more environment adjusters for adjusting
storage environment of the articles held by the article holders
in the storage sections, with the adjusting performed indi-
vidually for each of the storage sections, an environment
managing portion for collecting information about the stor-
age environment of the articles in each of the plurality of
storage sections, and for controlling operation of the one or
more environment adjusters, a storage transport device for
performing a carry out transport operation in which the article
holder is transported from the storage section to the carry-in-
and-out portion, and a carry in transport operation in which
the article holder is transported from the carry-in-and-out
portion to the storage section, a primary managing device for
outputting a carry out request for carrying out the article
holder specified by identifying information provided to each
of'the article holders from the storage structure, and a carry in
request for carrying in the article holder specified by the
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identifying information to the storage structure, and a carry-
in-and-out managing device for managing locations of the
storage sections in which the article holders are stored, by
associating the locations of the storage sections in which the
article holders are stored with the identifying information of
the respective article holders, and for controlling the carry out
transport operation or the carry in transport operation of the
storage transport device based on the carry out request or the
carry inrequest wherein the environment managing portion is
configured to generate environment management informa-
tion indicating storage environment of the articles for each of
the storage sections, and to output the environment manage-
ment information to the carry-in-and-out managing device.
And the storage method comprises the following step that is
performed by the carry-in-and-out managing device:

an information output step of generating superordinate

environment management information in which the
environment management information for each of the
storage sections outputted by the environment managing
portion is associated with the identifying information of
the article holder stored in corresponding one of the
storage sections, and outputting the superordinate envi-
ronment management information to the primary man-
aging device.

Examples of preferred embodiments of the present inven-
tion are described next.

In an embodiment of the storage system in accordance with
the present invention, the carry-in-and-out managing device
is also preferably configured to generate transport manage-
ment information which is information about the carry in
transport operation and the carry out transport operation, and
to output the transport management information to the pri-
mary managing device, wherein a plurality of distinct trans-
port management information is preferably provided as the
transport management information, wherein a plurality of
distinct superordinate environment management information
is preferably provided as the superordinate environment man-
agement information, and wherein the carry-in-and-out man-
aging device preferably outputs the transport management
information and the superordinate environment management
information to the primary managing device with an infor-
mation identifier that can be used to identify the transport
management information and the superordinate environment
management information.

With the arrangement described above, because the pri-
mary managing device can obtain any one of a plurality of
superordinate environment management information, the pri-
mary managing device can obtain information about the event
that has occurred in the storage environment of the articles
with the events classified into a plurality of distinct events.
This facilitates for the primary managing device to manage
article holders based on specific storage environment of the
articles.

And since the primary managing device can identify the
transport management information among distinct transport
management information, and the superordinate environment
management information among distinct superordinate envi-
ronment management information by an information identi-
fier, the superordinate environment management information
can be communicated to the primary managing device using
the same communication method and protocol as the com-
munication method and protocol for communicating the
transport management information with the carry-in-and-out
managing device. Therefore, an arrangement, which allows
the primary managing device to obtain the superordinate
environment management information from the carry-in-
and-out managing device, can be provided without compli-
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6

cating the communication environment, for example, by hav-
ing to use a separate communication method.

In an embodiment of the storage system in accordance with
the present invention, the environment management informa-
tion is preferably information that indicates which one of a
plurality of kinds of states defined in advance the storage
environment of the articles has come to be in.

With the arrangement described above, when the storage
environment of articles in the storage structure has become
one of the states defined in advance, the primary managing
device can recognize and identify the event based on the
environment management information. This arrangement
makes it possible to take proper measure depending on the
event that occurred during the carrying out and the carrying in
of an article holder stored in the storage structure.

In an embodiment of the storage system in accordance with
the present invention, the environment management informa-
tion preferably includes information that indicates that an
abnormal condition occurred in at least one of the one or more
environment adjusters.

With the arrangement described above, when an abnormal
condition occurs in an environment adjuster and thus a prob-
lem has occurred in the storage environment of the articles in
the storage structure, the primary managing device can rec-
ognize this event based on the environment management
information. This allows the primary managing device to
output a carry out request for retrieving, or carrying out, the
article holder from the storage structure in order to move as
promptly as possible the article holder stored in the storage
section affected by the abnormal condition that occurred to
another storage structure, or to restrict output of a carry in
request to prevent an article holder from being stored in the
storage structure until the abnormal condition of the environ-
ment adjuster is resolved.

In an embodiment of the storage system in accordance with
the present invention, each of the article holders is preferably
an airtight container which can store articles which should be
stored in an inactive gas atmosphere, wherein each of the one
or more environment adjusters preferably has an inactive gas
supplying device which supplies inactive gas to the container
stored in the storage section, wherein the environment man-
agement information preferably includes information indi-
cating that supplying of inactive gas to the container by the
inactive gas supplying device is started or information that the
supplying of the inactive gas to the container is completed.

With the arrangement described above, by storing contain-
ers, each of which can store the articles which should be
stored in an inactive gaseous atmosphere, in the storage sec-
tions, inactive gas can be supplied to each container by the
inactive gas supplying device. And because the primary man-
aging device can receive, as environment management infor-
mation, information indicating that the supplying of inactive
gas to the container is started or information that the supply-
ing of the inactive gas to the container is completed, the
primary managing device can identify any container for
which the supplying of inactive gas has been started but has
not yet been completed. Thus, by operating to reduce, to the
extent possible, the number of outputting carry out requests
for the containers for which the supplying of inactive gas has
not been completed, incidents of retrieving or carrying out
containers, that have not received sufficient supply of inactive
gas from the storage structure, can be reduced to the extent
possible. Therefore, a storage system is provided which is
advantageous in terms of quality maintenance of the articles
which should be stored in an inactive gas atmosphere.

In an embodiment of the storage method in accordance
with the present invention, the information output step further
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includes generating transport management information
which is information about the carry in transport operation
and the carry out transport operation, and outputting the trans-
port management information to the primary managing
device, wherein a plurality of distinct transport management
information is preferably provided as the transport manage-
ment information, wherein a plurality of distinct superordi-
nate environment management information is preferably pro-
vided as the superordinate environment management
information, wherein in the information output step, the
transport management information and the superordinate
environment management information are preferably output-
ted to the primary managing device with an information iden-
tifier that can be used to identify the transport management
information and the superordinate environment management
information.

In an embodiment of the storage method in accordance
with the present invention, the environment management
information is preferably information that indicates which
one of a plurality of kinds of states defined in advance the
storage environment of the articles has come to be in.

In an embodiment of the storage method in accordance
with the present invention, the environment management
information preferably includes information that indicates
that an abnormal condition occurred in at least one of the one
or more environment adjusters.

In an embodiment of the storage method in accordance
with the present invention, each of the article holders is pref-
erably an airtight container for storing articles which should
be stored in an inactive gas atmosphere, wherein each of the
one or more environment adjusters preferably has an inactive
gas supplying device which supplies inactive gas to the con-
tainer stored in the storage section, and wherein the environ-
ment management information preferably includes informa-
tion indicating that supplying of inactive gas to the container
by the inactive gas supplying device is started or information
that the supplying of the inactive gas to the container is
completed.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a vertical sectional front view of a storage struc-
ture,

FIG. 2 is a block diagram showing communication paths;

FIG. 3 shows an example of management information,

FIG. 4 schematically shows purge patterns for supplying
nitrogen gas,

FIG. 5 shows an example of communication that takes
place when a container is carried in,

FIG. 6 shows the example of communication that takes
place when a container is carried in,

FIG. 7 shows an example of communication that takes
place at the time of purge shelf failure, and

FIG. 8 shows the example of communication that takes
place at the time of purge shelf failure.

DETAILED DESCRIPTION

An embodiment of a storage system and storage method in
accordance with the present invention is described next with
reference to the drawings. As shown in FIG. 1, a storage
structure 10 is installed on the floor of a clean room in which
downflow of clean air is generated. The storage structure 10
has a plurality of storage sections 10S that are arranged in
columns with one located above another in the vertical direc-
tion and in rows with one located next to another in the lateral
direction (or, the horizontal direction), and also has a carry-
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in-and-out portion for carrying in and carrying out containers
50 to or from the storage structure 10. Each storage section
10S is configured to store a substrate carrying container 50 for
storing, or holding, semiconductor substrates, which should
be stored in an inactive gaseous atmosphere, in an air-tight
environment. The container 50 is the article holder of the
present invention. The periphery of the storage structure 10 is
defined and covered by walls K. And a carry-in-and-out con-
veyor CV is provided such that it extends through a wall K. A
stacker crane 20 is provided in installation space (interior of
the storage structure 10). The outside end of the carry-in-and-
out conveyor CV is defined to be a carry-in-and-out portion
D.

After being transported from outside of the wall K toward
the inside of the wall K by the carry-in-and-out conveyor CV,
the container 50 placed on the carry-in-and-out portion D is
picked up, at the inside end of the carry-in-and-out conveyor
CV, by a transfer device 25 provided to the stacker crane 20.
And the container 50 is carried into, or stored in, a storage
section 108 through traveling operation of the stacker crane
20 and its vertical movement operation as well as transfer
operation of the transfer device 25. Also, the container 50
stored in a storage section 108 is taken out, or retrieved, from
the storage section 10S by the stacker crane 20. And after
being unloaded onto the inside end of the carry-in-and-out
conveyor CV, the container 50 is transported from inside the
wall K toward outside the wall K and to the outside end of the
carry-in-and-out conveyor CV by the carry-in-and-out con-
veyor CV and is thus retrieved, or carried out, from the stor-
age structure 10. In other words, in the present embodiment,
the stacker crane 20 and the carry-in-and-out conveyor CV
together define the storage transport device that performs a
carry out transport operation in which a container 50 (article
holder) is transported from a storage section 10S to the carry-
in-and-out portion D, and a carry in transport operation in
which a container 50 (article holder) is transported from the
carry-in-and-out portion D to a storage section 10S.

In addition, in the present embodiment, one conveyor is
provided, as the carry-in-and-out conveyor CV, for both car-
rying in and carrying out a container 50 so that there is one
location for the carry-in-and-out portion. However, two sepa-
rate conveyors, one for carrying in, and the other for carrying
out, may be provided to define a carry-in-and-out portion by
the carry in portion defined at the outside end of one conveyor
and the carry out portion defined at the outside end of the
other conveyor. In addition, instead of providing the carry-in-
and-out conveyor CV, a receiving platform may be provided
inside the storage structure 10, and this receiving platform
may function as the carry-in-and-out portion D. In this case,
the ceiling transport vehicle 30 is provided with a horizontal
displacement mechanism which horizontally moves the hoist
portion 33. Furthermore, the carry-in-and-out portion D is not
limited to one which the ceiling transport vehicle 30 delivers
a container 50 to and receives a container 50 from (i.e.,
transfer a container 50 to or from). For example, it may be a
location which a worker may deliver and receive the container
50 to and from, such as a receiving platform provided inside
the storage structure 10 and on the floor at a predetermined
height which corresponds to a worker’s height.

In the storage system of the present embodiment, the con-
tainer 50 is carried in to, and out from, the storage structure 10
by a plurality of overhead or ceiling transport vehicles 30
which function as external transport devices. The ceiling
transport vehicle 30 has a vehicle body 32 which is suspended
and supported by guide rails 31 attached to the ceiling of the
clean room and which is capable of traveling along the guide
rails, and a hoist portion 33 which can be vertically moved, or
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raised and lowered, directly below this vehicle body 32 and
which is capable of gripping a top flange 52 of the container
50. Thus, the ceiling transport vehicle 30 can deliver a con-
tainer 50 to, and receive a container 50 from, the carry-in-
and-out portion D of the storage structure 10.

The guide rails 31 for the ceiling transport vehicle 30 are
installed along and by way of transfer stations for processing
devices (not shown) which process the semiconductor sub-
strates stored in the containers 50. The ceiling transport
vehicle 30 delivers a container 50 to a transfer station and
receives a container 50 from the transfer station by vertically
moving the hoist portion 33 while the ceiling transport
vehicle 30 is stopped directly above the transfer station. And
each ceiling transport vehicle 30 transports containers 50, one
at a time, among transfer stations of the plurality of process-
ing devices, and between a transfer station and the carry-in-
and-out portions D of the storage structure 10.

Each container 50 is an airtight container made of synthetic
resin and in compliance with the SEMI (Semiconductor
Equipment and Materials International) standard, is used to
store semiconductor wafers (substrates), and is called a
FOUP (Front Opening Unified Pod). And while detailed
description is omitted, an opening for inserting and retrieving
substrates, which is opened and closed by a lid 51 which can
be detached and attached, is formed in the front face of the
container 50 such that the interior space of the container 50 is
sealed to create an airtight environment when the lid 51 is
attached to close the opening. A top flange 52 configured to be
gripped by the hoist portion 33 of the ceiling transport vehicle
30 is formed in the top surface of the container 50. Also, while
not shown, each container 50 is provided with an ID tag,
which functions as a container identifier which has mutually
distinguishable identifying information.

In addition, while not shown, the container 50 has a gas
supply opening and a discharge opening in its bottom portion
to introduce nitrogen gas which functions as the inactive gas.
Each of these openings has an opening and closing valve
which is urged toward its closed position. And these valves
are configured to be opened by the pressure of nitrogen gas as
the nitrogen gas is supplied and injected through an inject
nozzle provided to the receiving support portion 10a with the
container 50 received and supported at the predetermined
position on the receiving support portion 10a of the storage
section 10S. Thus, air inside the container is discharged from
the discharge opening of the container 50 as nitrogen gas is
supplied to inside the container 50 through the gas supply
opening, with a result that air inside the container 50 is
replaced by the nitrogen gas.

The stacker crane 20 includes a travel carriage 21 capable
oftraveling along a travel rail R1 provided on the floor area on
the front face side of the storage sections 10S, a mast 22
provided to stand vertically on the travel carriage 21, and a
vertically movable platform 24 which can be vertically
moved or raised and lowered while being guided by the mast
22. In addition, an upper frame 23 provided at the upper end
of'the mast 22 is configured to engage an upper guide rail (not
shown) provided on the ceiling side of the installation space
whose periphery is defined and covered by the walls K.

The vertically movable platform 24 is provided with a
transfer device 25 for transferring a container 50 to or from a
storage section 10S. The transfer device 25 has a plate-shaped
support body 26 which receives and supports a container 50
such that the support body 26 can be projected and retracted
between a projected position in which the support body 26 is
projected to inside the storage section 10S and a retracted
position in which the support body 26 is retracted toward the
vertically movable platform 24. The stacker crane 20 having
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the transfer device 25 is configured to perform an unloading
operation in which the container 50 placed on the support
body 26 is unloaded onto a storage section 10S, and a pick up
operation in which the container 50 stored in a storage section
10S is picked up or taken out therefrom, by conducting pro-
jecting and retracting operation of the support body 26, and
vertical movement operation of the vertically movable plat-
form 24.

An ID reader 27 (see FIG. 2), which functions as a con-
tainer identifying information reading portion which reads an
1D tag provided to each container 50, is provided in the distal
end portion of the support body 26 of the transfer device 25.
Similarly, an ID reader 27 which reads 1D tags of the contain-
ers 50 is provided also at the outside end portion (carry-in-
and-out portion D) of the carry-in-and-out conveyor CV and
at its inside end portion (see FIG. 2).

The stacker crane 20 is equipped with a travel position
detector which detects the travel position on the travel path,
and a vertical position detector which detects the vertical
position of the vertically movable platform 24. And a stocker
controller H2 which controls operation of the stacker crane 20
is configured to control operation of the stacker crane 20
based on detected information from the travel position detec-
tor and the vertical position detector.

Each of the plurality of storage sections 10S includes a
plate-shaped receiving support portion 10a which receives
and supports a container 50. Each receiving support portion
10qa is provided with two load presence sensors 10z which
detect whether a container 50 is stored in the storage section
10S by detecting the container 50 when the container 50 is
placed on the receiving support portion 10a. The detected
information from the load presence sensors 10z is inputted to
apurge controller H1 which controls operations of mass flow
controllers 40 through a programmable logic controller P (see
FIG. 2).

The receiving support portion 10a has an inject nozzle
through which nitrogen gas, which functions as inactive gas,
is supplied to inside the container 50, and a discharging gas
passage body which allows gas to be discharged from inside
the container 50 to pass through. As shown in FIG. 1, a mass
flow controller 40, which controls supply of nitrogen gas, is
provided at a location toward the back end (i.e., closer to an
end which is opposite from the opening through which the
container 50 is inserted and retracted) of the storage section
10S and near an end portion of the container 50 in the rack
lateral (right and left) direction.

The mass flow controller 40 is provided for each of the
storage sections 10S. And the purge controller H1 issues a
flow rate command to the mass flow controller 40 with a
container 50 received and supported by the receiving support
portion 10a, to cause the mass tlow controller 40 to cause the
nitrogen gas to be injected through the inject nozzle at a
pressure higher than the atmospheric pressure by a preset
value or more. Thus, nitrogen gas can be injected into inside
the container 50 from the gas supply opening of the container
50 whereas the gas in the container is discharged to outside
from the discharge opening of the container 50. In addition, a
control valve V of a type that is opened and closed electro-
magnetically is provided on the upstream side of the mass
flow controller 40. The control valve V is electrically con-
nected to the purge controller H1 through the programmable
logic controller P. And the purge controller H1 is configured
to control the opening and closing of the control valve V.

The mass flow controller 40 includes a introducing side
port and a discharging side port. The supply pipe mentioned
above is connected to the discharging side port whereas a
supply pipe, which branches off from a primary supply pipe
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connected to the nitrogen gas supply source to direct nitrogen
gas, is connected to the introducing side port. The mass flow
controller 40 includes a flow rate adjusting valve which
changes and adjusts the flow rate of the nitrogen gas which
flows through the internal passage which extends from the
introducing side port to or toward the discharging side port, a
flow rate sensor which measures the flow rate of the nitrogen
gas which flows through the internal passage, and an internal
control unit which controls the operation of the flow rate
adjusting valve.

In addition, the internal control unit of the mass flow con-
troller 40 has self-diagnosis function for determining whether
the internal control unit itself is malfunctioning. The nitrogen
gas supply source is equipped with a governor etc., which
adjusts the supply pressure of nitrogen gas to a set pressure
which is higher than the atmospheric pressure by a preset
value or more.

Thus, in the present embodiment, an inactive gas supplying
device 4 for any given storage section 10S is defined and
formed by the mass flow controller 40 which is its primary
component, the inject nozzle, the control valve V, and the
supply pipes etc. that connect these components. And the
inactive gas supplying device 4 for each of the plurality of
storage sections 10S is, or functions as, an environment
adjuster F. In addition, the inactive gas supplying device 4 is
not provided to some of the storage sections 10S of the stor-
age structure or rack 10. And those storage sections 10S are
non-purging shelves solely for storing the containers 50 by
means of the receiving support portions 10a.

As shown in FIG. 2, the storage system of the present
embodiment includes the purge controller H1 which outputs
flow rate commands to the mass flow controllers 40, a stocker
controller H2 which controls carry out transport operations
and carry in transport operations of the stacker crane 20, and
a facility management device H3 which outputs a carry out
request for retrieving a container 50 from the storage structure
10 and a carry in request for carrying in, or storing, a container
50 to the storage structure 10.

The purge controller H1 collects information about the
storage environment of the semiconductor substrates in each
of the plurality of storage sections 10S, and controls the
operations of the environment adjusters F. Therefore, the
purge controller H1 functions as the environment managing
portion of the present invention. In addition, the information
about the storage environment includes, for example, infor-
mation about the open or closed state of the control valve V,
information on the operating state of the mass flow controller
40 (i.e., supply pressure of nitrogen gas, supply flow rate,
supply period, etc.).

The stocker controller H2: manages, or keeps track of, the
locations of the storage sections 10S in which the containers
50 are stored by means of the inventory management data
which includes the locations of the storage sections 10S in
which containers 50 are stored such that the location of each
of'such storage sections 108 is associated with the identifying
information of the container 50 stored in that storage section
10S; and controls a carry out transport operation or a carry in
transport operations of the stacker crane 20 based on a carry
out request or a carry in request. Therefore, the stocker con-
troller H2 functions as a carry-in-and-out managing device of
the present invention.

The facility management device H3 outputs a carry out
request for carrying out, or retrieving, a container 50 specified
by the identifying information provided to each container 50,
from the storage structure 10, and a carry in request for
carrying in, or storing, a container 50 specified by the identi-
fying information, into the storage structure 10. Therefore,
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the facility management device H3 functions as the primary
managing device of the present invention.

The purge controller H1, the stocker controller H2, and the
facility management device H3 are computers which can
process information, for example using stored programs, and
are connected to each other by a network C1 which is a LAN
utilizing the TCP/IP protocol. In addition, the programmable
logic controller P is connected to the purge controller H1
through a network C2 for mutual communication utilizing a
standard such as the RS-232C, etc. Each mass flow controller
40, each control valve V, and each load presence sensor 10z
are connected to the programmable logic controller P through
a control bus C3.

The external transport controller H4 is also connected to
the network C1 so that the facility management device H3 can
communicate also with the external transport controller H4.
The facility management device H3 transmits transport
request information which includes transport origin informa-
tion and transport destination information for the container 50
to be transported to the external transport controller H4. The
external transport controller H4 controls the operation of the
ceiling transport vehicle 30 based on the received transport
request, and transmits progress information on the transport
operation related to the transport request to the facility man-
agement device H3.

The purge controller H1 commands, or transmits to, the
programmable logic controller P, a target flow rate for the
mass flow controller 40 provided for each of the plurality of
storage sections 10S. When the programmable logic control-
ler P receives identifying information of a mass flow control-
ler 40 and a command for the target flow rate for the mass flow
controller 40 from the purge controller H1, the programmable
logic controller P is configured to output the command for the
target flow rate to the mass flow controller 40 that corresponds
to the identifying information.

The target flow rates which the purge controller H1 outputs
include a target flow rate for storage, a target flow rate for
nozzle cleaning, and a target flow rate for cleaning. The target
flow rate for storage is a target flow rate commanded to the
mass flow controller 40 in order to introduce nitrogen gas into
inside a container 50 when the container 50 is stored in the
storage section 10S. The target flow rate for nozzle cleaning is
a target flow rate commanded in order to clean the inject
nozzle immediately before the container 50 is stored into the
storage section 10S. The target flow rate for cleaning is a
target flow rate commanded in order to clean the nitrogen gas
supply passage such as the inject nozzle and the supply pipes
when installing the storage structure 10, etc.

As shown in FIG. 4, the purge controller H1 stores, in its
memory, a nozzle purge pattern P1, a cleaning pattern P2, and
a storage purge pattern P3 as a plurality of purge patterns
which define, or specify, target flow rates and supply periods.

And when a cleaning start command is issued by means of
a control panel (not shown) at the time of installation of the
storage structure 10, etc., the purge controller H1 outputs a
flow rate command for controlling the operation of the mass
flow controller 40 to the programmable logic controller P to
set the supply mode of nitrogen gas to be a supply mode for
cleaning. The supply mode for cleaning is a mode in which
the inactive gas supplying device 4 is cleaned in accordance
with the cleaning pattern P2 where the target flow rate is set to
be a cleaning flow rate for cleaning and the supply period is
set to be a time period for cleaning.

When a container 50 is carried into the carry-in-and-out
conveyor CV, the purge controller H1 outputs a flow rate
command, for the mass flow controller 40 for the storage
section 10S in which the container 50 is to be stored, to the



US 9,199,793 B2

13

programmable logic controller P to cause the nitrogen gas to
be supplied at target flow rate for nozzle cleaning in accor-
dance with the nozzle purge pattern P1. In addition, in the
present embodiment, the fact that a container 50 has been
carried in to the carry-in-and-out portion D (carry-in-and-out
conveyor CV) is determined based on the transmission of
transfer completion information by the external transport
controller H4 to the facility management device H3 and the
stocker controller H2, as progress information for the trans-
port operation. And the result of this determination is trans-
mitted to the purge controller H1.

The purge controller H1 is configured to output a target
flow rate for storage to the programmable logic controller P
based on the storage purge pattern P3 when the two load
presence sensors 10z detect a container 50.

The nozzle purge pattern P1 is defined to be a pattern for
supplying nitrogen gas, at a target flow rate .1 (for example,
30 liters/minute) defined as a target flow rate for nozzle clean-
ing for a supply period t1 (for example, 5 seconds) defined as
a pre-storage supply period, to the storage section 10S that
has been selected, or specified, as the storage location for the
container 50 placed on the carry-in-and-out portion D of the
carry-in-and-out conveyor CV.

The cleaning pattern P2 is defined as a pattern for supply-
ing nitrogen gas at a target flow rate L2 (for example, 20
liters/minute) defined as the target flow rate for cleaning for a
supply period t2 (for example, 1800 seconds) defined as an
installation initial supply period from the time a worker issues
a cleaning start command by means of the control panel.

In the storage purge pattern P3, initial target flow rate [.31
(for example, 50 liters/minute) and steady-state target flow
rate .32 (for example, 5 liters/minute) which is less than the
initial target flow rate are defined as the target flow rate for
storage. The storage purge pattern P3 is a pattern in which,
when supplying nitrogen gas to a container 50, nitrogen gas is
supplied at the target flow rate value for storage, which is first
set at the initial target flow rate L31 of relatively large flow
rate for a set initial period t3 (for example, 5 seconds), and
which is subsequently changed to a steady-state target flow
rate .32 of relatively small flow rate. By conducting purging
attheinitial target flow rate L31 ofrelatively large flow rate in
an early stage of purging, it is possible to replace the air inside
the container 50 with nitrogen gas as soon after the container
50 is stored in the storage section 10S as possible. In addition,
after the supplying of nitrogen gas at the steady-state target
flow rate [.32 is continued for a set duration t4 (for example,
300 seconds), the nitrogen gas is supplied again at the initial
target flow rate .31 for the set initial period t3. Incidentally, a
worker defines and store in advance, using the control panel,
a plurality of purge patterns (including the value and the
duration of each of the initial target flow rate L31 and the
steady-state target flow rate .32). And a pattern selected from
these stored patters is registered or specified as the storage
purge pattern P3.

The purge controller H1 generates environment manage-
ment information which indicates the storage environment of
the semiconductor substrates in each storage section 10S, and
outputs the information to the stocker controller H2. The
examples of environment management information are infor-
mation indicating that the purging of the nitrogen gas at the
initial target flow rate .31 as specified by the storage purge
pattern P3 has been started, information indicating that the
purging of the nitrogen gas at the initial target flow rate .31 as
specified by the storage purge pattern P3 has been completed,
information indicating that, for some reason such as failure of
the mass flow controller 40 etc., there is one or more storage
sections 10S that cannot perform the purging with nitrogen
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gas, among the storage sections 10S provided with the inac-
tive gas supplying device 4, and information indicating that
the purging with nitrogen gas in accordance with the storage
purge pattern P3 was interrupted, among other information.
The purging with nitrogen gas at the initial target flow rate
L31 as specified by the storage purge pattern P3 is started
when a container 50 is stored in the storage section 10S.

The stocker controller H2 generates, as transport manage-
ment information, progress information for each of the carry
in transport operation and the carry out transport operation of
containers 50 in the storage structure 10, and outputs the
progress information to the facility management device H3.
In addition, the stocker controller H2 generates superordinate
environment management information in which environment
management information for each of the storage sections 10S
outputted by the purge controller H1 is associated with the
identifying information of the container 50 stored in the cor-
responding one of the storage sections 10S, and outputs the
superordinate environment management information to the
facility management device H3. The step in which the stocker
controller H2 outputs information to the facility management
device H3 is the “information output step” in the present
invention.

An example of the transport management information and
superordinate environment management information which
the stocker controller H2 in the present embodiment gener-
ates and outputs is shown in the table of FIG. 3. From “Stacker
crane start up” having identification number 01 through
“Container take out completed” having identification number
09 are transport management information. And among “Purg-
ing discontinued” having identification number 11 through
“Purging status changed” having identification number 14,
“Purging discontinued” having identification number 11,
“Purging started” having identification number 12, and
“Purging completed” having identification number 13 are
superordinate environment management information in
which the environment management information of a storage
section 108 having the inactive gas supplying device 4 (here-
inafter referred to as a “purge shelf 10S”) is associated with
the identifying information of the container 50 stored in that
purge shelf 108S. “Purging status changed” having identifica-
tion number 14 is the environment management information
outputted when a purge shelf 10S, among the purge shelves
10S in the storage structure 10, becomes ineffective, and is
not generated in association with a specific container 50, but
is superordinate environment management information about
the whole of the storage rack or structure 10.

As indicated by FIG. 3, a plurality of distinct information,
which can be identified by information identifiers having the
same format, is provided as transport management informa-
tion and as superordinate environment management informa-
tion. The stocker controller H2 outputs, to the primary man-
aging device, transport management information and
superordinate  environment management information
together with the identification number shown in FIG. 3 as an
information identifier which can be used to identify the trans-
port management information among distinct transport man-
agement information as well as the superordinate environ-
ment management information among distinct superordinate
environment management information. The identification
number and the description (with the description expressed as
text data) of the management information corresponding to
the identification number are added to the transport manage-
ment information and the superordinate environment man-
agement information that the stocker controller H2 outputs;
however, since the management information can be uniquely
specified by either one of the identification number and the
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text data, one of the text data representing the description of
the management information and the identification number
data may be omitted. In addition, when outputting superordi-
nate environment management information, the stocker con-
troller H2 outputs the superordinate environment manage-
ment information together with a list of associated containers
which consists of identifying information that specifies the
containers 50 associated with the superordinate environment
management information (the list may have only one such
container 50). Similarly, when outputting transport manage-
ment information having any one of identification numbers
05-09, the stocker controller H2 outputs, to the facility man-
agement device H3, the transport management information
together with the identifying information which specifies the
containers 50 associated with the transport management
information.

Among the superordinate environment management infor-
mation, “Purging discontinued” having identification number
11 is outputted when the purge controller H1 determines that
an abnormal condition occurred in the purge state of the
storage section 108, for example, when an abnormal condi-
tion of the inactive gas supplying device 4 for the storage
section 10S in which a container 50 has been purged with
nitrogen in accordance with the purge pattern P3 is notified
from the mass flow controller 40 by the self-diagnosis func-
tion of the mass flow controller 40, etc. In other words, the
environment management information includes information
indicating that an abnormal condition occurred in the envi-
ronment adjuster F (inactive gas supplying device 4).

“Purging status changed” having identification number 14
is outputted by the stocker controller H2 when a storage
section 10S exists among the purge shelves 108 in which the
nitrogen purging has become impossible due, for example, to
a failure of the inactive gas supplying device 4.

“Purging started” having identification number 12 is infor-
mation indicating that the purging with nitrogen gas at the
initial target flow rate .31 defined in the storage purge pattern
P3 is started. “Purging completed” having identification num-
ber 13 is information indicating that the purging with nitrogen
gas at the initial target flow rate .31 defined in the storage
purge pattern P3 is completed. In other words, in the present
embodiment, the environment management information
includes information indicating that supplying of the inactive
gas into the container 50 by the inactive gas supplying device
4 is started or information indicating that the supplying of the
inactive gas into the container 50 is completed. The purging
with nitrogen gas at the initial target flow rate .31 defined in
the storage purge pattern P3 is started when the container 50
is stored in a purge shelf 10S.

Thus, in the present embodiment, there are “Purging dis-
continued” having identification number 11, “Purging
started” having identification number 12, and “Purging com-
pleted” having identification number 13, as environment
management information. These pieces of information pro-
vide an indication as to which of the plurality of kinds of
states the storage environment of semiconductor substrates
has come to be in.

Next, reference is made to FIGS. 5 to 8 to describe com-
munication process among the purge controller H1, the
stocker controller H2, and the facility management device H3
based on an example in which a container 50 is carried into a
purge shelf 10S of the storage structure 10, and an example in
which an abnormal condition occurs in the purge shelf 10S.

First, communication is described in the case where a
container 50 is carried into a purge shelf 10S of the storage
structure 10 with reference to FIGS. 5 and 6. When a con-
tainer 50 is placed on the carrying-in portion (the carry-in-
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and-out portion D in the present embodiment) by the ceiling
transport vehicle 30, the identifying information of the con-
tainer 50 recorded on the ID tag of the container 50 that has
been carried in is read by the ID reader 27 in the carry-in-and-
out portion D. The stocker controller H2 then associates man-
agement information, “Container ID read” having identifica-
tion number 05, with the identifying information of the
container 50 and transmits it to the facility management
device H3 (#1). The stocker controller H2 does not perform
the carry in transport operation until there is a carry in request
from the facility management device H3 and associates the
management information, “Container standing by” having
identification number 06, with the identifying information of
the container and transmits it to the facility management
device H3 (#2).

When a carry-in request is transmitted from the facility
management device H3 (#3), the stocker controller H2 selects
an empty purge shelf 10S to which the container 50 is to be
carried in based on the carry-in request, and controls opera-
tions of the carry-in-and-out conveyor CV and the stacker
crane 20 to cause a carry in transport operation to be per-
formed to cause the container 50 to be transported from the
carry-in-and-out portion D to the selected purge shelf 10S.
When this happens, the stocker controller H2 sequentially
transmits to the facility management device H3 transport
management information, “Stacker crane start up” having
identification number 01, “Stacker crane in operation” having
identification number 02, “Container being transported” hav-
ing identification number 07 (#4-#6). Further, the stocker
controller H2 transmits to the purge controller H1 that move-
ment of the container 50 to be purged, toward the purge shelf
10S into which the container 50 is to be carried is started (#7).
Upon receiving this transmission, the purge controller H1
controls the operation of the inactive gas supplying device 4
of the purge shelf 10S to start the nitrogen purging in accor-
dance with the nozzle purge pattern P1.

When the nitrogen purging in accordance with the nozzle
purge pattern P1 is completed, the purge controller H1 issues
to the stocker controller H2 a permission for the container 50
to be purged to be carried in (#8). In the event that the con-
tainer 50 is transported to a location in front of the purge shelf
10S before the carry-in permission is issued, the stocker con-
troller H2 does not start the unloading operation of the con-
tainer 50 by the transfer device 25 and waits for the carry-in
permission. The stocker controller H2 permits the stacker
crane 20 to start the transfer operation based on the carry-in
permission from the purge controller H1 and causes an
unloading operation by the transfer device 25 to proceed. This
allows the container 50 to be carried into the purge shelf 10S
to which the container 50 is to be carried in. When the trans-
ferring of the container 50 is completed, the stocker controller
H2 sequentially transmits, to the facility management device
H3, transport management information, “Transfer com-
pleted” having identification number 03, “Container carry in
completed” having identification number 08, and “Stacker
crane standing by” having identification number 04 (#9-#11).
Further, the stocker controller H2 transmits to the purge con-
troller H1 that the carrying in of the container 50 to be purged
has been completed (#12).

The purge controller H1 causes the nitrogen purging to be
started (initial purging) at the initial target flow rate 1.31
defined in the storage purge pattern P3 when the information
that the carrying in of the container 50 has been completed is
received from the stocker controller H2, and transmits infor-
mation to this effect to the stocker controller H2 (#13). When
the stocker controller H2 receives the information from the
purge controller H1 that the nitrogen purging in accordance
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with the storage purge pattern P3 has been started, the stocker
controller H2 selects the identifying information of the con-
tainer 50 stored in the purge shelf 10S from the inventory
management data, and associates superordinate environment
management information, “Purging started” having identifi-
cation number 12, with the identifying information of the
container 50, and transmits it to the facility management
device H3 (#14).

When the nitrogen purging at the initial target flow rate .31
of the storage purge pattern P3 is completed, the purge con-
troller H1 transmits information to this effect to the stocker
controller H2 (#15). When the stocker controller H2 receives
the information from the purge controller H1 that the nitrogen
purging at the initial target flow rate L31 defined in the storage
purge pattern P3 has been completed, the stocker controller
H2 selects the identifying information of the container 50
stored in the purge shelf 10S from the inventory management
data, and associates superordinate environment management
information, “Purging completed” having identification
number 13, with the identifying information of the container
50, and transmits it to the facility management device H3
(#16). Because the facility management device H3 receives
information from the stocker controller H2 that the initial
purging of the stored container 50 is started, and that it is
completed, the facility management device H3 can prevent a
carry out request from being issued in order to prevent the
container 50 stored in the purge shelf 10S from being carried
out while the initial purging of the container 50 is being
performed.

When the initial purging is completed, the purge controller
H1 causes the nitrogen purging (maintenance purging) to be
continued at the steady-state target flow rate [.32 defined in
the storage purge pattern P3 for the set duration t4. Upon
completion of the maintenance purging, the initial purging is
started again. In this case, the content of the communication
among the purge controller H1, the stocker controller H2, and
the facility management device H3 is the same as the com-
munication at the start and at the completion of the first initial
purging described above.

Next, communication process in the event that an abnormal
condition occurs to the inactive gas supplying device 4 of a
purge shelf 108 is described with reference to FIGS. 7 and 8.
When an abnormal condition occurs in a purge shelf 10S, the
purge controller H1 informs the stocker controller H2 of
purge shelf state which includes abnormal condition infor-
mation (for example, abnormal condition of the mass flow
controller 40 determined by the self-diagnosis function of the
mass flow controller 40, inconsistency in the detection of the
load presence sensors 10z, and abnormal condition of the
programmable logic controller P, etc.) and performance infor-
mation of the inactive gas supplying devices 4, such as supply
pressure of nitrogen gas (#1). Upon receiving the purge shelf
state, the stocker controller H2 designates the purge shelf 10S
in which abnormal condition is indicated in the purge shelf
state as a storage section 108 that is not to be used (referred to
hereinafter as a prohibited shelf), and transmits information
to this effect to the purge controller H1 (#2). This causes the
purge shelf 10S designated as a prohibited shelf to be man-
aged as a prohibited shelf also by the purge controller H1.

Upon designating a prohibited shelf, the stocker controller
H2 transmits “Purging status changed” having identification
number 14 to the facility management device H3 (#3), then
selects the identifying information of the container 50 stored
in the prohibited shelf from the inventory management data,
and associates the superordinate environment management
information, “Purging discontinued” having identification
number 11, with the identifying information of the container
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50, and transmits it to the facility management device H3
(#4). Upon receiving “Purging discontinued” from the
stocker controller H2, the facility management device H3
transmits a carry out request to the stocker controller H2
based on the identifying information of the container 50 indi-
cated by the superordinate environment management infor-
mation in order to retrieve the container 50 specified by the
identifying information from the storage rack or structure 10
#5).

Upon receiving the carry out request, the stocker controller
H2: searches for and finds the storage section 10S in which
the container 50 to be carried out is stored from the inventory
management data based on the identifying information of the
container 50 that is the subject matter of the carry out request;
and operates the stacker crane 20. When this happens, the
stocker controller H2 sequentially transmits to the facility
management device H3 the transport management informa-
tion, “Stacker crane start up” having identification number
01, and “Stacker crane in operation” having identification
number 02 (#6 and #7).

When the stacker crane 20 picks up the container 50 to be
carried out in the purge shelf 10S, the stocker controller H2
transmits to the facility management device H3 transport
management information, “Container being transported”
having identification number 07 (#8), and transmits to the
purge controller H1 that the container 50 to be carried out has
been carried out from the purge shelf 10S (#9). Although the
mass flow controller 40 in the prohibited shelf is in a supply
stop state according to the detection made by the self-diag-
nosis function, the nitrogen purging has been continued for
managing purposes; thus, the purge controller H1 causes the
nitrogen purging in the prohibited shelf to be completed upon
receiving the carry out completion report from the stocker
controller H2.

As the container 20 is moved to the carrying out portion
(the carry-in-and-out portion D in the present embodiment)
by the stacker crane 20, the stocker controller H2 sequentially
transmits to the facility management device H3 the transport
management information, “Transfer completed” having iden-
tification number 03, “Container standing by’ having identi-
fication number 06, and “Stacker crane standing by” having
identification number 04 (#10-#12).

As the container 50 is taken out, or carried out, from the
carrying out portion (carry-in-and-out portion D) by the ceil-
ing transport vehicle 30, in order to report to the facility
management device H3 that the container 50 to be carried out
has been taken out, the stocker controller H2 associates the
transport management information, “Container taken out”
having identification number 09, with the identifying infor-
mation of the container 50 and transmits it to the facility
management device H3 (#13).

Alternative Embodiments

Finally, other embodiments of the storage system and stor-
age method in accordance with the present invention are
described. In addition, the arrangements disclosed in each of
the following embodiments can also be used in combination
with the arrangements disclosed in any other embodiment
unless inconsistency arises.

(1) In the embodiment described above, an example is
described in which the article holders are airtight containers
which can store the articles that should be stored in an inactive
gas atmosphere. However, The article holders may be, for
example, article transport magazines for holding a plurality of
rechargeable battery cells, or physical distribution pallets for
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receiving and supporting food and drinks that are stored in a
proper temperature environment or their raw materials.

(2) In the embodiment described above, an example is
described in which the environment adjuster is the inactive
gas supplying device provided in each storage section. How-
ever, one environment adjuster may be arranged to serve more
than one storage sections.

(3) In the embodiment described above, an example is
described in which the storage structure is one whose periph-
ery is defined and covered by the walls. However, the storage
structure may be one without the walls.

(4) With respect to other arrangements, the embodiments
disclosed in the present specification are provided for illus-
tration purposes only in all respects. And it should be under-
stood that the scope of the present invention is not limited by
these embodiments. A person skilled in the art would easily
understand that suitable changes and modifications may be
made without departing from the spirit of the present inven-
tion. Therefore, any other embodiment with changes made
without departing from the spirit of the present invention
would naturally fall within the scope of the present invention.

What is claimed is:

1. A storage system comprising:

astorage structure having a plurality of storage sections for
storing article holders for transporting articles and a
carry-in-and-out portion for carrying in and carrying out
the article holders;

one or more environment adjusters for adjusting a storage
environment of the articles held by the article holders in
the storage sections, wherein the adjusting is performed
individually for each of the storage sections;

an environment managing portion for collecting informa-
tion about the storage environment of the articles in each
of the plurality of storage sections, and for controlling
operation of the one or more environment adjusters;

a storage transport device for performing a carry out trans-
port operation in which the article holder is transported
from the storage section to the carry-in-and-out portion,
and a carry in transport operation in which the article
holder is transported from the carry-in-and-out portion
to the storage section;

a primary managing device for outputting a carry out
request for carrying out the article holder specified by
identifying information provided to each of the article
holders from the storage structure, and a carry in request
for carrying in the article holder specified by the identi-
fying information to the storage structure;

a carry-in-and-out managing device for managing loca-
tions of the storage sections in which the article holders
are stored, by associating the locations of the storage
sections in which the article holders are stored with the
identifying information of the respective article holders,
and for controlling the carry out transport operation or
the carry in transport operation of the storage transport
device based on the carry out request or the carry in
request;

wherein the environment managing portion is configured
to generate environment management information indi-
cating the storage environment of the articles for each of
the storage sections, and to output the environment man-
agement information to the carry-in-and-out managing
device, and wherein the carry-in-and-out managing
device is configured to generate superordinate environ-
ment management information in which the environ-
ment management information for each of the storage
sections outputted by the environment managing portion
is associated with the identifying information of the
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article holder stored in corresponding one of the storage
sections, and is configured to output the superordinate
environment management information to the primary
managing device.

2. The storage system as defined in claim 1, wherein:

the carry-in-and-out managing device is also configured to
generate transport management information which is
information about the carry in transport operation and
the carry out transport operation, and to output the trans-
port management information to the primary managing
device,

wherein a plurality of distinct transport management infor-
mation is provided as the transport management infor-
mation,

wherein a plurality of distinct superordinate environment
management information is provided as the superordi-
nate environment management information, and

wherein the carry-in-and-out managing device is config-
ured to output the transport management information
and the superordinate environment management infor-
mation to the primary managing device with an infor-
mation identifier that can be used to identify the trans-
port management information and the superordinate
environment management information.

3. The storage system as defined in claim 1, wherein:

the environment management information is information
that indicates which one of a plurality of kinds of states
defined in advance the storage environment of the
articles has come to be in.

4. The storage system as defined in claim 1, wherein:

the environment management information includes infor-
mation that indicates that an abnormal condition
occurred in at least one of the one or more environment
adjusters.

5. The storage system as defined in claim 1, wherein:

each of the article holders is an airtight container for storing
articles which should be stored in an inactive gas atmo-
sphere,

wherein each of the one or more environment adjusters has
an inactive gas supplying device which supplies inactive
gas to the container stored in the storage section,

wherein the environment management information
includes information indicating that supplying of inac-
tive gas to the container by the inactive gas supplying
device is started or information that the supplying of the
inactive gas to the container is completed.

6. A storage method utilizing a storage system, the storage

system including:

a storage structure having a plurality of storage sections for
storing article holders for transporting articles, and

a carry-in-and-out portion for carrying in and carrying out
the article holders,

one or more environment adjusters for adjusting a storage
environment of the articles held by the article holders in
the storage sections, wherein the adjusting is performed
individually for each of the storage sections,

an environment managing portion for collecting informa-
tion about the storage environment of the articles in each
of the plurality of storage sections, and for controlling
operation of the one or more environment adjusters,

a storage transport device for performing a carry out trans-
port operation in which the article holder is transported
from the storage section to the carry-in-and-out portion,
and a carry in transport operation in which the article
holder is transported from the carry-in-and-out portion
to the storage section,
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a primary managing device for outputting a carry out
request for carrying out the article holder specified by
identifying information provided to each of the article
holders from the storage structure, and a carry in request
for carrying in the article holder specified by the identi-
fying information to the storage structure, and
a carry-in-and-out managing device for managing loca-
tions of the storage sections in which the article holders
are stored, by associating the locations of the storage
sections in which the article holders are stored with the
identifying information of the respective article holders,
and for controlling the carry out transport operation or
the carry in transport operation of the storage transport
device based on the carry out request or the carry in
request,
wherein the environment managing portion is configured
to generate environment management information indi-
cating the storage environment of the articles for each of
the storage sections, and to output the environment man-
agement information to the carry-in-and-out managing
device,
the storage method comprising the following step that is
performed by the carry-in-and-out managing device:
an information output step of generating superordinate
environment management information in which the
environment management information for each of the
storage sections outputted by the environment man-
aging portion is associated with the identifying infor-
mation of the article holder stored in corresponding
one of the storage sections, and outputting the super-
ordinate environment management information to the
primary managing device.
7. The storage method as defined in claim 6, wherein:
the information output step further includes generating
transport management information which is information
about the carry in transport operation and the carry out
transport operation, and outputting the transport man-
agement information to the primary managing device,
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wherein a plurality of distinct transport management infor-
mation is provided as the transport management infor-
mation,

wherein a plurality of distinct superordinate environment
management information is provided as the superordi-
nate environment management information, and

wherein in the information output step, the transport man-
agement information and the superordinate environment
management information are outputted to the primary
managing device with an information identifier that can
be used to identify the transport management informa-
tion and the superordinate environment management
information.

8. The storage method as defined in claim 6, wherein:

the environment management information is information
that indicates which one of a plurality of kinds of states
defined in advance the storage environment of the
articles has come to be in.

9. The storage method as defined in claim 6, wherein:

the environment management information includes infor-
mation that indicates that an abnormal condition
occurred in at least one of the one or more environment
adjusters.

10. The storage method as defined in claim 6, wherein:

each of the article holders is an airtight container for storing
articles which should be stored in an inactive gas atmo-
sphere, wherein each of the one or more environment
adjusters has an inactive gas supplying device which
supplies inactive gas to the container stored in the stor-
age section, and

wherein the environment management information
includes information indicating that supplying of inac-
tive gas to the container by the inactive gas supplying
device is started or information that the supplying of the
inactive gas to the container is completed.
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